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ELECTRIC CHAIN HOIST

Chain

i
/

Hook

01

- B 27 18 35 27
B 34 24 24 42 a2
B 48 29 30 49 40
B 56 85 34 59 48
B 67 43 44 60 48
B 82 55 48 85
B 82 55 48 85 70
&5 g M0 7T 120 80 120 9
20, 25 B 142 95 186 98 150 115
36 B 230 150 230 150 195 150
Hook: It Is hat forging with perfect strength that is hard to break. The operation safety of the lower
hook is ensured by its 360 degrees rotation and safety tongue piace.
Remark: T-Top hook B-Bottom hook
HKD M| 01/ 01 S - SD
s |
Type Capacity Lifting Speed
~ Hook | S |Single Speed|
| H | Manual Trolley | SD | Dualspeeds |
| M |Electric Trolley
| SL | Low Headroom
Chain Falls E-trolley Speed
S | Single Speed|
SD | Dual speeds |

3> Shell: It Is made of light aluminum alloy
shel, light but hard. The cooling fin

Is specially designed to ensure quick
heat dissipation with the rate up to 40%

and continuous service,

The integral enclosed structure is
applicable to places like chemical
plant and electroplate factory.

%
Side magnetic braking device:

The magnetic force generator is the latest
design which s featured for generating
magnetic force.

It allows instant brake as soon as the
elactric power is cut off. Thus the braking
safety while loading is guaranteed.

2 Limit switch:The limit switch device is installed where 1
the weight is lifted on and off to make the motor to
stop automatically so as to prohibit the chains from ‘
exceeding for safety.

—_——

L
2> Chain: The chain shall adopt the Japan FEC80
ultra heat-treatable steel alloy chain.

It can be safely usad in poor anvironmants

|
such as rain sea water and chemicals I

2 Hook:
It Is hot forging with perfect strength that is
hard to break. The operation safety of the
lower hook is ensured by its 360 degrees
rotation and safety tongue piece. |

> Standard fittings: Chain bag(1)

» Support frame:
The loading support frame
consists of two steel plates,
which Is extremely sturdy.

> Transformer:
24VB:36V transformer device This device
is used to prohibit unexpected accidents
A caused by electric leakage and guarantees
' the safe use while raining.

31111

L 'Il Ij'l \ Iit

> Electromagnetic contactor:
Electromagnetic contactor can be used
safely under high frequency

2> Push button:

Waterproof push button Is applied.
Itie light and durable.

Control cable (3m)

Hand switch (1)
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ELECTRIC CHAIN HOIST

» Dimensions

500Kg~5Ton

Hoist with Hook

Shell: Light aluminum alloy shell shall be adopted which is light but hard and fit for the use in the terrible work
environment with a high heat dissipation rate and all tightness design.
Inverse phase sequence protecting device: It is the special electrical installation which control the circuit not
to work in case of wiring error in the power supply.
Limit switch: The limit switch device is installed where the weight is lifted on and off to make the motor to stop
automatically so as to prohibit the chains from exceeding for safety.
24V&36V device: it is used to prohibit the emergencies from occurring in case of the leakage in the switch.
Side magnetic braking device: This device shall realize the instant brake in case of the power dump.
Chain bag: It shall be light, handsome and durable.
Chain: The chain shall adopt the Japan FEC80 uttra heat-treatable steel alloy chain.

» Technical Parameters » Size Specification

e : Standard ; Lifting Motor = SO
I Type E:}," w" Spead  poyer Ma N hasss VOl Frequency (Ton) e Las Dy NE | J ol e Toms o | [ Ghar
' gom a (Kw) (r/min) ™ (Hek). HKD00501S 0.5 540 455 240 285 165 $35 27 434 25 17 17 $6.3

HKDOOS01S 05 a 6.8 075 1440 3 200-600 50 HKD0101S 1 650 520 260 300 176 442 32 442 32 24 24 474
HKDO1018 1 3 66 15 1440 3 200-600 50 HKDO0102S 1 575 455 240 285 165 42 32 $34 32 24 24 $6.3
HKDo1023 1 8 34 0.7 1440 8 200-600 50 HKD01501S 15 800 615 300 430 265 49 40 $49 40 28 28  ¢10.0
ot 18 s e ] ) . p st = HKD0201S 2 800 615 300 430 265 $49 40 649 40 28 28  $10.0
HKD0201S 2 3 6.6 30 1440 3 200-600 50
HKD0202S 2 835 520 260 300 236 $49 40 449 40 28 28 471
HKD0202S 2 3 3.3 15 1440 3 200-600 50 s = =5
PR = : = o v 3 i = HKD025018 25 845 615 300 430 285 ¢ 48 ¢ 48 34 34 411
HXDOR01S s 3 = i 1440 5 SH0-008 0 HKD0301S 3 845 615 300 430 265 $59 48 459 48 34 34 4112
HKDO302S 3 3 44 3.0 1440 3 200-600 50 HKDO03025 3 950 615 300 430 320 459 48 $59 48 34 34 $10.0
HKD0303S 3 3 22 15 1440 3 200-600 50 HKD0303S 3 950 520 260 350 205 $59 48 459 48 34 34 $74
HKDO502S 5 3 2.7 3.0 1440 3 200-600 50 HKD0502S 5 1080 616 300 430 325 ¢60 48 60 48 42 42 112
Dual speeds Dual speeds
Standard . Lifting Motor Capaoity Unit (mm)
- Capacty Ling  -Mng Type (Ton)
Type (Ton) Height Speed Power Rotation Voltage Frequency H A B D E a4 J K L M N Chain
Ty MR gcw) MM e SR (Hzls) HKD00501SD 0.5 540 545 260 285 165 ¢35 27 484 25 17 17  $6.3
HKDO0S01SD 05 3 60823 0764025 28808060 3 200-500 50 HKD0101SD 1 650 582 280 300 176 442 32 442 32 24 24 $74
HKDO101SD 1 3 6.982.3 15805 28808960 3 200-600 50 HKDO0102SD 1 575 545 280 285 165 436 27 435 25 24 24  $6.3
HKD0102SD 1 3 3.3%1.1 0758025 28808960 3 200-600 50 HKDO01501SD 15 800 670 320 430 265 $49 40  ¢49 40 28 28  $10.0
HKDO1501SD 1.5 3 89529 30410 28508960 3 200-600 50 HKD0201SD 2 800 670 320 430 265 $49 40 449 40 28 28 $10.0
HKD0201SD 2 3 6.982.3 3.041.0 288304960 8 200-600 50 HKD0202SD 2 835 582 280 300 236 49 40 449 40 28 28 $7.1
i = e e ML e T oo A 2. & HKD02501SD 25 845 870 320 430 265 659 48 450 48 34 34  ¢11.2
HKD02501SD 25 3 54818 308410 28808960 3 200-600 50
HKD0301SD 3 845 670 820 430 265 $59 48 459 48 34 34 $11.2
HKDO301SD 3 3 54818 30810 28808960 3 200-600 50 . -
B7 20 2 5 58 4 4 10.
HKD03025D 3 3 45815 30810 28608960 3 200-800 50 HI08008D s Roe £a® o 2 » e, 3 2 n; ¢
HD030350 3 3 5205 B0, 30008080 s 200-800 0 HKDO0303SD 3 950 582 280 350 205 459 48  $59 48 34 34§74
HKDO502SD 5 3 2.780.9 3.081.0 28808060 3 200-600 50 HKD0502SD 5 1080 670 320 430 325 $60 48 $60 48 42 42 ¢11.2

Remark: 1. Lifting height against customer's requirement. 2. 60Hz/s Speed=50Hz/s Speed x 1.2
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ELECTRIC CHAIN HOIST

» Dimensions

500Kg~5Ton

~ Hoist with
» Manual Trolley

Shell: Light aluminum alloy shell shall be adopted which is light but hard and fit for the use in the terrible work
environment with a high heat dissipation rate and all tightness design.
Inverse phase sequence protecting device: It is the special electrical installation which control the circuit not
to work in case of wiring error in the power supply.
Limit switch: The limit switch device is installed where the weight is lifted on and off to make the motor to stop
automatically so as to prohibit the chains from exceeding for safety.
24V&36V device: it is used to prohibit the emergencies from occurring in case of the leakage in the switch.
Side magnetic braking device: This device shall realize the instant brake in case of the power dump.
Chain bag: It shall be light, handsome and durable.
Chain: The chain shall adopt the Japan FEC80 ultra heat-treatable steel alloy chain.

» Technical Parameters » Size Specification Single speed
Standard |00 Lifting Motor o ok Capacity Unit (mm)
Typs Gt?:? m Spoed  poyer  Rotation Vohege - Rl : (Ton) ol Pyl e i et D e B SR GE 4 P Chan
(m) (mimin)  (w) ﬁ frass: (7] ﬁw HKDHO005018 0.5 555 455 240 285 1656  $34 25 17 $26 90 164 $6.3
HKDHO0S01S 05 3 68 075 1440 3 200-800 0 83-130 HKDHO0101S 1 635 520 260 300 176  $42 32 24 426 90 164  $7.1
HKDHO101S g -8 66 15 1440 3 200-600 50  68-130 HKDH01028 1 630 455 240 285 165 442 32 24  $26 00 164  $6.3
HKDH01025 1 3 34 0.75 1440 3 200-600 50 68-130 HKDHO015018 1.5 764 615 300 430 265 $49 40 28 $31 115 221 $10.0
HKDHO15018 1.5 3 88 3.0 1440 3 200-600 50 82-153 HKDH0201S 2 764 615 300 430 265 $49 40 28 31 115 221 $10.0
HKDH0201S 2 3 6.6 8.0 1440 8 200-800 50 82-153 HKDH02028 2 800 520 260 300 236 49 40 28 431 115 221 474
] - 2 38 L 140 8 200-400 ad §2-153 HKDH025018 2.5 854 615 300 430 265 $59 48 34 $36 138 285 ¢11.2
m;s 2: : :: :E :ﬁ : :ﬁ::g 2 :::: HKDH03018 3 854 615 300 430 265 $59 48 34 $36 138 265 $11.2
HKDHO3025 3 a4 20 1440 3 200800 50 o163 HKDH03028 3 960 815 300 430 320 ¢59 48 34 $36 138 265 $10.0
HIKDHO03S 3 = 22 15 1440 s 200-000 P~ 2163 HKDH0303S 3 968 520 260 350 205 459 48 34 4§36 138 265 7.1
HKDHO5025 5 3 27 3.0 1440 3 200-600 50 100-178 HKDH05028 5 1007 615 300 430 325 460 48 42 $43 157 304 $11.2
Dual spoeds
Standard ' Lifting Motor Capacity Unit (mm)
e o Hegh s Power  Potation Voo Foqmrey (. v DPNC | T URE AR AR TRT P ST ] O ] ek
m iy m I (v (Hals) HKDHO00501SD 0.5 555 545 260 285 165 ¢34 25 17 26 90 164  $6.3
HKDHOOSO1SD 0.5 3 60623 0758005 28808060 3 200800 50 68-130 HKDHO101SD 1 635 582 280 300 176 442 32 24 426 90 164 $7.1
HKDHO101SD 1 3 69823 15805 28808960 3 200-600 50 £8-130 HKDHO102SD 1 630 545 260 285 165 ¢42 32 24 426 90 164  ¢6.3
HKDH01025D 1 3 33&11 0758025 28808960 3 200-600 50 68-130 HKDHO01501SD 1.5 764 670 320 430 265 $49 40 28 $31 115 221 $10.0
HKDHO15015D 1.5 3 89429 3.0&1.0 28806960 3 200-600 50 82-153 HKDH0201SD 2 764 670 320 430 265 449 40 28 $31 115 22 $10.0
HKDH0201SD 2 3 69523 3.0610 20808260 3 200-600 50 82-163 HKDH0202SD 2 800 582 280 300 236 449 40 28  $31 115 221 $7.1
ol = s DERMT * RONE TR 3 ey o HKDH02501SD 2.5 854 670 320 430 265 459 48 34 436 138 285  ¢11.2
e e REARS, ITRAE TR T Lo o i HKDH0301SD 3 854 670 320 430 265 $59 48 34 4¢3 138 266  $11.2
HKDH03015D 3 3 54418 B.0&1.0 28808960 3  200-600 50 82-153
HKDHO302SD 3 3 45815 3.081.0 28808960 3 200-800 50 82153 HKDHO302SD 3 960 670 320 430 320 $59 48 34 36 138 285 $10.0
HKDH0303SD 3 3 23808 15805 28308080 8 200-800 P T HKDHO0303SD 3 968 582 280 350 205 ¢59 48 34 4§36 138 265 7.1
HKDH05028D 5 3 27809 80810 28808960 3  200-600 50 100-178 HKDH0502SD 5 1007 670 320 430 325 460 48 42 443 157 304  $1.2

Remark: 1. Lifting height against customer's requirement. 2. 60Hz/s Speed=50Hz/s Speed x 1.2
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ELECTRIC CHAIN HOIST

500 Kg~5Ton » Dimensions

Hoist with
Electric Trolley

Shell: Light aluminum alloy shell shall be adopted which is light but hard and fit for the use in the terrible work
environment with a high heat dissipation rate and all tightness design.
Inverse phase sequence protecting device: It is the special electrical installation which control the circuit not
to work in case of wiring error in the power supply.
Limit switch: The limit switch device is installed where the weight is lifted on and off to make the motor to stop
automatically so as to prohibit the chains from exceeding for safety.
24V&36V device: it is used to prohibit the emergencies from occurring in case of the leakage in the switch.
Side magnetic braking device: This device shall realize the instant brake in case of the power dump.
Chain bag: It shall be light, handsome and durable.
Chain: The chain shall adopt the Japan FEC80 ultra heat-treatable steel alloy chain.

» Technical Parameters » Size Specification Single speed

. Standard Lifting Moter Tmlw Motor _ Tyid Capacity Unit (mm)
Type  Capocy LENS  Spesd 8 poyer Fotaton Voliage Faquency Power Fclon  Tolley  oen (Ton) W A I T N T T | ] e | R [ iy
m  M™min)(kw) Mw Prases " (i) M M! ot ME' o HKDMO00501S 05 610 455 240 285 165 31 ¢34 25 17 206 111 142 231 ¢6.3
HW1 s 05 B T PR T aE. SHGD S car B ED 04 1440 11821 58159 HKDM0101S 1 650 520 260 300 176 $31 42 32 24 206 111 142 231 $7.1
HKDMO101S 1 3 66 15 1440 3 200-600 50 04 1440 11821 58-153 HKDMO102S 1 665 456 240 285 165 431 ¢42 32 24 206 111 142 231 $6.3
HKDMO0102S 1 3 34 075 1440 8 200-600 50 04 1440 11821 58-153 HKDM015018 1.5 770 615 300 430 265 36 49 40 28 237 127 142 231  $10.0
HKDM015018 1.5 3 88 3.0 1440 3 200-800 50 04 1440 11821 82-178 HKDM02018 2 770 615 300 430 265 36 49 40 28 237 127 142 231 $10.0
HKDM0201S 2 8 88 30 M0 3 NG00 B0 04 1440 11821 &2-178 HKDM0202S 2 815 520 260 300 236 $36 $49 40 28 237 127 142 231 $7.1
bt - 2 M L B L D o L L HKDM025018 2.5 830 615 300 430 265 $43 59 48 34 265 140 142 231 ¢11.2
HKDM02501S 2.5 3 54 30 1440 8 200600 50 075 1440  11&21 100-178
HKDMO0301S 3 830 615 300 430 265 ¢43 59 48 34 265 140 142 231 ¢11.2
HKDMO0301S a 3 54 30 1440 3 200600 50 0.75 1440 11821 100-178
SRR : Z TR T ET W T 17 AT HKDM03028 3 930 615 300 430 320 443 59 48 34 265 140 142 231 $10.0
HIOMIS035 3 s 22 18 1480 s 2000 & 078 140 &zl 100178 HKDM0303S 3 940 520 260 350 205 43 59 48 34 265 140 142 231  $7.1
HKDM0502S 5 3 27 30 1440 3 200-600 50 0.75 1440 11821 100-178 HKDMO0502S 5 1015 615 300 430 325 454 460 48 42 206 156 142 231 $11.2
Dual speeds Dual speeds
Standard Lifting Motor Trollsy Motor , - Capacity Unit (mm)
Type W mm Speed  poygy Fiotation Voltage Frequency Power otation Troley (Ton) R UG N e e L O N e
m M) k) {Iﬂll'l’.lw Phesss ")z (kw m ma“ - HKDM00501SD 0.5 610 545 260 285 165 $31 ¢34 25 17 206 111 142 276 ¢$6.3
HKDMO0501S0-SD 05 3 B.O823 (754025 28808080 3 200-600 50 0.480.1 28808720 5&20 58-153 HKDMO0101SD 1 650 582 280 300 176 $31 42 32 24 206 111 142 276 $7.1
HKDMO1O1SD-SD 1 3 69823 15805 28808960 3  200-800 50 0.480.1 28808720 5420 58-153 HKDMD102SD 1 665 545 260 285 165 $31 ¢42 32 24 206 111 142 276 $6.3
HKDMO1025D-SD 1 3 38&11 0758025 28808960 3  200-800 50 0.480.1 28608720 5420 58-153 HKDM01501SD 15 770 670 320 430 265 36 49 40 28 237 127 142 276 ¢10.0
HKDMOIS0SD-SD 1.5 3 89429 380410 28808960 3  200-600 60 0.480.1 28608720 5420 82-178 HKDM0201SD 2 770 670 320 430 265 $36 ¢49 40 28 237 127 142 276 4100
HKDMO201SD-SD 2 3 69823 00410 28808960 3  200-600 50 0.480.1 28808720 5820 82-178 HKDMO02025D 2 815 582 280 300 236 $36 649 40 28 237 127 142 276 67.1
HKDM02025D-SD 1 15805 28804960 200-600 28808 =
= o CSikid Ti08 a o S o LS HKDM02501SD 25 830 670 320 430 265 443 459 48 34 265 140 142 315 4112
HKDMO2501SD-SD 2.5 3 54318 050810 268808960 3  200-800 50  0.7580.18 28808720 5&20 100-178
HKDM03018D 3 830 670 320 430 265 43 59 48 34 265 140 142 315 ¢11.2
HKDM0S01SD-S8D 3 3 5418 50810 28808960 3  200-800 50 0754018 28808720 5&20 100-178 -
2 4. 59 48 4 2 14 14 1 .0
HKDM0302SD-SD 3 3 45815 3508410 28808960 3  200-800 50  07580.18 28808720 5820 100-178 HEDMosIReD 5 v [ S0 A S, 0 S0 8 2 u ! &, 38 (¥
HKDMO303SD-SD 3 3 2308 15805 28308060 3  200-600 50  07580.18 2830720 5a20 100178 HKD#O0096Y o P B i O R sl R R B o O LR B O L
HKDMO05025D-SD 5 3 27409 30410 28808960 3  200-600 50 0.7550.18 20808720 5&20 100-178 HKDM05025D 5 1015 670 320 430 325 454 60 48 42 206 156 142 315 ¢11.2

Remark: 1. Lifting height against customer's requirement. 2. 60Hz/s Speed=50Hz/s Speed x 1.2
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ELECTRIC CHAIN HOIST
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Hoist with
Electric Trolley

» Dimensions

'ﬁf.'HI{IIiE ||

» Technical Parameters

HKDMO'EDES 7.5 200-600 50 0.75 11&21  100-178
1.880.6 30810 28808960 3 200—600 50 075&01&&0&?& 5820  100-178

» Size Specification
OV T UL e U, Sy e e )
-----------------—

HKDMO75038 7.5 1200 615 295 505 320 ¢54 ¢31 ¢85 65 B85 60 295 156 142 231 p11.2
mm—m 75 1200 870 820 505 320 ¢54 ¢31 '35 55 85 60 295 155 142 315 112

Remark: 1. Lifting height against customer's requirement. 2. 80Hz/s Speed=50Hz/s Speed x1.2

Hoist with Hook

» Dimensions

» Technical Parameters

HKD100‘IS 3.0x2
HKD10CHSD 2. 7&0 9 (3.0&1 IJ})Q m&seo 200-600

» Size Specification
[P S S B ST e |
------------_

HKD10045 890 60 $11.2
HI(D1M4$D 10 1400 700 350 890 ‘35 70 ¢55 70 104 60 $11.2

Rsrnark. 1. Lifting helght against customer’s requirement. 2. 60Hz/s Speed=50Hz/s Speed x 1.2
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ELECTRIC CHAIN HOIST
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Hoist with
Electric Trolley

» Dimensions

\Jl

» Technical Parameters

HKDM1004S 10 200-600 50 0.75 11&21  150-220
HKDHIL‘MSD—SD 2?&09 {S.IlMO]ﬂ mnsu 200-600 50 GMIS 28006720 5&20 150 220

» Size Specification
P TRy s, Ry R ey Bt
-----------—----n

HKDM1004S 1190 630 315 890 ¢70 ¢36 ¢85 70 191 231 142 112
HGJHIM-SD 10 1190 TDU 350 890 070 033 +as 70 55 60 363 191 315 142 p11.2
Remark: 1. Lifting height against customer’s requirement. 2, 60Hz/s Speed=50Hz/s Speed x 1.2

Hoist with
Electric Trolley

» Dimensions

R Pl
A7 g | -
I .\-. | -
L& — o EiEd)
st o
L
B §:
il L
qg o é -] Q f‘l
é ¢
¥ -l
E A

» Technical Parameters

I'I(DM1505$ 15 200-600 075X2 1440
IB&DB (&Oﬁim mo&seo 3 200—000 50 pm1mm 5&20

» Size Specification
(R SO GO I Taee e ooy St e S|
-------—------ﬂ---

HKDM15065 1310 630 315 1070 535 454 ¢54 120 96 90 78 B56 560 142 231 p112
HKDM15068D-SD 15 1310 700 350 1070 535 ¢54 ¢54 $120 96 90 78 B56 560 142 315 p11.2
Remark: 1. Lifting height against customer’s requirement. 2. 60Hz/s Speed=50Hz/s Speed x 1.2

12



ELECTRIC CHAIN HOIST

13

Hoist with
Electric Trolley

» Dimensions

» Technical Paramoters

— A 30x2 075x2
HW-SD__ s 20 3 1ﬁ_@1ﬁ_m_ __s__zoﬁ-_au_c-_ 50 pﬁmﬁe_uﬁm 5&20 1503250_
HKDM2508S 25 3 13 30x2 1440 3 200-600 50 075x2 1440 11 150-220
HKDM2S0SSD-SD 25 3 12804 (3081002 28308060 3 200-600 50  (VSM0h2 26808720 5820  150-220

el STt = U RAT. DT ot aa
-----------------—

1470 630 315 1320 660 ¢70 $70 $150 115 94 1106 $112
W 20 1470 670 388 1320 660 470 ¢70 $150 115 94 95 1108 740___1_42 3._15_ ¢z

» Size Specification

HKDM2508S 25 1470 630 315 1320 660 ¢70 ¢70 150 115 94 95 1106 740 142 231 $11.2
HKDM250850-5D 25 1470 670 388 1320 660 70 470 150 115 94 95 1106 740 142 315 $11.2
Remark: 1. Lifting height against customer's requirement. 2. 60Hz/s Speed=50Hz/s Speed x 1.2

30&35 Ton

Hoist with Bolts

» Dimensions

» Technical Parameters

HKD3010S 30 3 3 50
HKD3010SD 30 3 1.180.35 (&m .one 28808960 3 200-600 50
HKD35128 35 3 0.9 3.0x2 1440 3 200-600 50
HKD35128D 35 3 0.980.3 (3\.0&1 02 2880&960 3 200-600 50

I LT SR L AT e e, ey |
---——--—-—-_

» Size Specification

HKD3010S 30 1470 1260 $ 100 $100 195

HKD3010SD 30 1470 ?00 350 1260 $100 $100 4195 140 222 140
= mie W W EE e R b WS, W . e e

HKD35125D 35 1640 700 350 1510 $100 $100 $195 140 222 140

Remark: 1. Lifting height against customer's requirement. 2. 60Hz/s Speed=50Hz/s Speed x 1.2



ELECTRIC CHAIN HOIST
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» Technical Parameters

500Kg~10Ton

Hoist with

Low Headroom

It is typical of unique optimal structure in shortening the distance between the
machine body and the beam tracks, applicable to operations inside fairy low
buildings, especially suitable for use in temporarily erected plant buildings or
on the sites where expansion of effective hoisting spaces inside the buildings

is required.

Single speed

K = I — i~
S0 | N, | R R 9 Gy (imn)

HKDSLO0501S 0.5 3 68 075 1440 3 200-800 50 0.4 1440 11821 58-153
HKDSL01015 1 3 B.6 1.5 1440 3 200-600 50 0.4 1440 11821 58-153
HKDSLO1501S 15 a 8.8 3.0 1440 a 200-600 50 0.4 1440 11821 82-178
HKDSLO201S8 2 a 6.6 3.0 1440 a3 200-600 50 0.4 1440 11821 B82-178
HKDSLO2023 2 3 33 15 1440 3 200-600 50 0.4 1440 11821 82-178
HKDSL02501S 25 3 54 3.0 1440 3 200-600 50 0.75 1440 11&21 100-178
HKDSL0301S 3 ] 54 3.0 1440 8 200-600 50 0.75 1440 11&21 100-178
HKDSL0302S a 3 4.4 3.0 1440 3 200-600 50 0.75 1440 11821 100-178
HKDSL0S02S 5 3 2.7 3.0 1440 3 200-600 50 0.758 1440 11821 100-178
HKDSLO75038 7.5 a3 1.8 3.0 1440 -] 200-600 50 0.75 1440 11821 100-178
HOSLIOMS 10 8 27 80x2 1440 3 200800 50 076x2 1440 11821 110180
» Technical Parameters Dual speeds

TP Clon egw P00 powr o vise Freny powr TN [0S g

@ g (I = i

HKDSLO0S01S0-SD 0.5 3 6.98&23 0.7580.25 28808960 3 200-600 50 0.450.1 2BB0&T20 5&20 58-153
HKDSLO101SD-SD 1 3 6.942.3 0.7580.25 28808960 3 200-600 50 0.450.1 28804720 5&20 58-153
HKDSLO5015D-5D 15 3 89829 3.081.0 28808960 3 200-600 50 0.480.1 2880&T20 5&20 82-178
HKDSLOI201SD-5D 2 3 69423 3.081.0 28804960 3 200-600 50 0.480.1 2880&720 5&20 82-178
HKDSLO202SD-SD 2 3 3.3&%1.1 15805 28808960 3 200-600 50 0.480.1 28804720 5&20 B82-178
HKDSL25015D-SD 25 a 54818 3.0&81.0 28808960 a8 200-600 50 0.75&0.18 28808720 B&20 100-178
HKDSLOA01SD-5D 3 3 54518 3.081.0 28804560 3 200600 50 0.7580.18 28808720 5&20 100-178
HKDSLOA2SD-SD 3 3 45815 3.0&1.0 28808960 3 200600 50 0.7580.18 28B0&T20 5&20 100-178
HKDSLOS02SD-SD 5 3 278409 30810 28808960 3 200-600 50 0.75&0.18 2880&720 5820 100-178
HKDSLOTR035D-SD 75 3 1.8406 3.0&1.0 28808960 3 200-600 50 0.75&0.18 28804720 5&20 100-178
M1m 10 3 27409 @KRIMx2 28808960 3 200-600 50 (0.7580.18)x228808720  5&20 110-180

Remark: 1. Lifting height against customer's requirement.

2, 60Hz/s Speed=50Hz/s Speed x 1.2

» Dimensions

» Size Specification

T Capacity Unit (mm)

i (Ton) §r| [0 S 10 T o BT LI AT [P e GR e [heand
HKDSL00501S 0.5 400 455 240 34 25 19 19 ¢26 31 585 400 142 231  ¢$63
HKDSLO1018 1 480 520 260 42 32 56 24 ¢26 431 674 445 142 231  $7.1
HKDSLO015018 15 570 615 295 49 40 66 28 $31 $36 734 505 142 231 4100
HKDSL0201S 570 615 295 49 40 86 28 631 $36 734 505 142 231 4100
HKDSL0202S 535 520 260 49 40 56 28 431 $36 674 445 142 231 $7A
HKDSL025018 25 640 615 2300 59 48 73 34 436 $43 701 526 142 231 4112
HKDSLO0301S 640 615 800 59 48 73 34 $368 $43 791 526 142 231  $11.2
HKDSL0302S 3 685 615 300 ¢59 48 €6 34 $36 ¢$43 750 503 142 231 4100
HKDSLO0502S 5 740 615 300 60 48 73 42 443 $54 841 541 142 231 1.2
HKDSLO07503S 75 890 615 300 85 65 73 60 $43 $54 1030 730 142 231 ¢$11.2
HKDSL1004S 10 80 630 315 ¢85 70 73 60 954 ¢54 946 650 142 231 4112

» Size Specification Dual speeds
Type o e LI L _ —

- HE IR BTSN el o [ BI0S 0 R eA BoE Tal B Dehan
HKDSL00501SD-SD 0.5 400 545 260 34 25 19 19 $26 31 585 400 142 276 ¢$63
HKDSLO1018D-SD 1 480 582 280 41 32 56 24 $26 31 674 445 142 276 474
HKDSLO01501SD-SD 15 570 670 320 $49 40 66 30 $31 $36 734 505 142 276 4100
HKDSL02018D-8D 570 670 320 ¢49 40 66 30 $31 436 734 505 142 276 4100
HKDSL02028D-8D 535 582 280 49 40 56 30 431 $36 674 445 142 276 ¢7A
HKDSL02501SD-SD 25 640 670 320 59 48 73 35 $38 443 701 526 142 815 4112
HKDSLO0301SD-SD 640 670 320 59 48 73 35 $38 $43 791 526 {142 5 4112
HKDSL03025D-SD 685 670 320 450 48 66 35 936 443 750 508 142 315  $10.0
HKDSL0502SD-SD 5 740 670 320 60 48 73 43 $43 $54 841 541 142 315 112
HKDSLO7508SD-SD 75 890 670 320 ¢85 65 73 60 ¢$43 54 1030 7VI0 142 ;5 4112
HKDSL1004SD-SD 10 830 700 350 85 70 73 60 $54 $54 946 650 142 315 112
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500Kg-10Ton

Electric Trolley

» Dimensions

>

row _ %"f N redusoftum  'T0SAT
: A B R T (m/min) (m) ;

DDPC-05 05 35 212 142 291 11821 04 08 58-153
DDPC—01 1 35 212 12 29 11821 04 08 58-163
DDPC-02 2 25 220 142 291 11821 04 08 82-178
DDPC-03 3 M0 20 142 29 11821 075 10 100-178
DDPC-05 5 400 291 142 231 11821 0.75 1.8 100-178
DDPC-7.5 75 400 201 142 23 11821 075 18 100-178
DDPC-10 10 50 a0 142 291 11821 075 25 150-220

Remark: 1. Dual speedss Rate is 20:5

2. 60Hzfs Speed= 50Hz/s Speed x 1.2

500Kg-5Ton

Manual Trolley

» Technical Parameters

. o Unit (mm) Minimun L
Type (Ton) : radius of turn (mm)
: A a Jd E P (m)

STPC-0.5 0.5 200 130 a1 50-102 163 1.2 68-130
STPC-01 1 200 170 115 50-102 221 1.3 68-130
STPG-02 2 218 205 138 68-130 265 1.3 82-153
STPC-03 3 275 236 157 82-153 305 1.5 82-153
STPC-05 5 275 280 178 82-153 332 1.7 100-178

18
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Single-track
Power Trolley

Respective dollies in the system are independently driven.

A structure composed of track, side track for horizontal movement, turnplate,
and other sections,to form a 3D network for material conveyance.

Multiple control mechanism, able for centralized control, scattered control, or
distributed control measures, and the dollies are able to perform fullautomatic

K i — o Em) operations according to the set program.
| E|lp Random material supply system for random applications for vehicle request by
.. 4 i service positions to be made through random material supply system, with

4
"
L

> |

= DLTC-10-150
DLTC-1.5-150

oron g 0 M g e g

random compilation of characteristic address code of service positions through
dollies, for them to directly reach the stations where vehicles are requested for
material supply.

=2 =315 1500 1000 265 250 495 150 60  $150 0.4X2

=2 =25 2000 1500 265 250 495 150 60  $150 0.4X2

DLTC-1.5-200
DLTC-2.0-200
DLTC-2.5-200

=5 =21.5 2000 1500 330 300 543 200 70 $200 0.75X2
=5 =17.5 2500 2000 330 300 543 200 70 $200 0,75X2

=5 =25 3000 2500 330 300 543 200 70 $200 0.75X2 .

DLTC-2.0-250

=10 =21.5 2500 2000 435 400 543 200 70 $250 0.75X2

w.' 3 DLTC-2.5-250

=10 =17.5 3000 2500 435 400 543 200 70 $250 0.75X2

=10 =14 3500 3000 435 400 628 200 70 $250 1.1X2

| DLTC-3.0-250

=16 =21.5 2500 2000 450 400 648 200 70 $300 1.1X2

=16 =17.5 3000 2500 500 450 648 250 70 $300 1.1X2

=16 =17.5 4000 3500 500 450 71 250 70 $300 1.5X2

DLTC-2.5-350

DLTC-2.0-300
DLTC-2.5-300
DLTC-3.0-300 <16 =14 3500 3000 500 450 711 250 70  $300 1.5X2
E DLTC-3.5-300
c

=32 =14 3200 2500 550 500 771 250 20 $350 2.2X2

DLTC-3.0-350

=32 =11 3700 3000 550 500 77 250 920 $350 2.2X2

DLTC-3.5-350

=32 =1 4200 3500 550 500 77 250 20 $350 2.2X2

DLTC-4.0-350

=32 =7 4700 4000 550 500 77 250 20 $350 2.2X2

Double-track Power Trolley

|

RS eEEEE

|

1l
| T | N 1 | e [ T

1-3 04x2 20 160 1182 1092 1000 725 383 100 0
5-10 06x2 20 200 1382 1342 1200 1000 4186 180 83

15  0.8x2 20 300 1412 2230 1200 1650 570 180 560

20-25 1.5x2 20 300 1412 2330 1200 1750 600 180 740

30-36 2.2x2 20 350 1640 2330 1400 1750 650 200 440

D
Respective dollies in the system Model
are inde pendently driven. e e e |
Multiple control mechanism, able SGTC1.0-0.72
for centralized control, scattered SGTC1.2-1.0
control, or distributed control SGTC1.2-1.65
measures, and the dollies are able SGTC1.2-1.75
to perform full automatic operations SGTC1.4-1.8
according to the set program. SGTC1.6-1.8

40-50 3.75x2 20 400 1840 2330 1600 1750 780 230 520

Hoist Accessories

4 Remote control for single speed.

4 Remote control for double speeds

4 Chain bag
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